
 

  

Australian Formulated and Manufactured High Performance Concentrated Water-Based 
and Non-Caustic Heavy-Duty Wash for RV’s Caravans and Trailers 

AC-110 Caravan & Trailer Wash is a Unique Water Based High Performance, Non-

Caustic Wash.  

• Effectively Removes Dirt and Road Grime from All Vehicle Surfaces  

• Safe for Use on Plastics, Rubbers, Chrome, Aluminium and Paintwork 

• Suitable for Use in Gurney’s and Automated Washing Systems 

• Free Rinsing and Non-Streaking 

• Safe for Gel Coat, Fiberglass & Painted Aluminium 

• Non-Toxic, Non-Flammable & Biodegradable Formula 

• Concentrated Formula can be Diluted to Suit Application and Control Cost 

 

 

 

Applying AC-110: 1. Spray onto Surface Using a Foaming Gun 

 2. Use a Pump Spray pack 

 3. Dilute into Bucket 

 4. Allow Product to Penetrate Before Hosing Off 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Australian Formulated and Manufactured High Performance Concentrated Water-Based 
and Non-Caustic Heavy-Duty Wash for RV’s Caravans and Trailers 

 

Poison Schedule S5 Contains Alkaline Salts 

Dangerous Goods Not Classified as Dangerous Goods 

GHS Classification Eye Irritation Category 2A, Skin Irritation Category 2 

 

First Aid Information 

If Poisoning Occurs, Contact a Doctor, or Poisons Information Centre.  

If Swallowed, Do Not Induce Vomiting, Give a Glass of Water. 

If in Eyes, Hold Eye Open, Flood with Water for at Least 15 Minutes and see a Doctor.  

Ready Biodegradability 

TEST (GLP Protocol) 

Degradation 

after 10 days 

Degradation at 

end of TEST 

OECD 301-A “DOC Die Away Test” 83% 84% 

OECD 301-B “CO2 Evolution Test” 75% 89% 

 

OECD Tests are as Follows 

Ready Test: OECD 301 B, D, E – Results>99% Primary Biodegradability  

Inherent Test: OECD 302 A, B – 95-98% Result Readily Biodegradable 


